## Locking divider bars

## Lift-off lids standard

to help maintain product temperature
Heavy-duty aluminum pan liner
Easy to clean and prevents spills from falling into cabinet while also ensuring coldest air flows across bottom of pans

Field reversible doors with 120 degree stay-open feature

Two epoxy coated shelves
per door section standard

## Snap-in door gaskets

## Accommodates up to

6" deep food service pans
$4^{\text {" }}$ deep $1 / 3$ size polycarbonate pans are included

## 6" heavy duty casters standard

3 " casters or 6 " leg option available at no charge when specified on order


NEW! - AVAILABLE NOW!

SALAD BARS
MAINTAINS PRODUCT TEMPERATURES OF 36-38${ }^{\circ} \mathrm{F}$.

| APPROXIMATE MODEL WIDTH | MODEL\# | $\begin{aligned} & \text { DooRs } \\ & \text { sHELVES } \end{aligned}$ | VOLTS | HP | AMPS | $\begin{gathered} \text { CUBIC } \\ \text { FEET } \end{gathered}$ | WIDTH | DEPTH | HEICHT | $\frac{\text { STANDARD PANS }}{\substack{\text { 4"DEEP }}}$ |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| $36^{\prime \prime}$ | SPE36HC-S | 2/4 | 115 | 1/6 | 2 | 10.01 | 36.63 | 30.13 | 30.82 | (6) $1 / 3$ size |
| $48^{\prime \prime}$ | SPE48HC-S | 2/4 | 115 | 1/6 | 2.2 | 13.01 | 48.63 | 30.13 | 30.88 | (9) $1 / 3$ size |
| $60^{\circ \prime}$ | SPE60HC-S | 2/4 | 115 | 1/3 | 5.4 | 16.02 | 60.63 | 30.13 | 30.88 | (12) $1 / 3$ size |
| $72^{\prime \prime}$ | SPE72HC-S | 3/6 | 115 | 1/3 | 5.4 | 20.02 | 72.63 | 30.13 | 30.88 | (15) $1 / 3$ size |

For total height, add 3 or 6 inches, based on your mounting choice. Depth measurement includes handles.


PERFECT SEAL PAN LINER
ensures airflow under pans and protects bottom of cabinet from spills


LIFT-OFF LIDS STANDARD
to help maintain product temperature

## AVAILABLE ACCESSORIES

- Foldable tray slides for clearance
(single or dual side)
- Dual-sided sneeze guard, with optional add on for single side service
- Locks

